


Soft Contact: Right  39° 
Soft Contact: Left  39° 

Hard Contact: Right  43° 
 Hard Contact: Left  40° 

   
Fuel capacity  16.7 litres  

Gross vehicle weight rating  431 kg  
Dry weight  193 kg  

Load capacity  204 kg  
Seat height  808 mm 

Ground clearance  171 mm 
Overall length  2180 mm 
Overall width  900 mm 

   
Transmission   

Type  Five-speed, helical gear 
Ratio  (1) 2.65, (2) 1.89, (3) 1.41, (4) 1.17, (5) 1.00 

Primary drive  Triplex chain 1.500:1 ratio 
Clutch  Wet, multiplate, compensated, reduced lever effort 

Final drive  Constant path, 14 mm pitch aramid reinforced Goodyear® 

Hibrex® belt with Flexten® Plus technology**, 2.407:1 ratio 
   

Instruments  Electronic speedometer, tachometer, odometer; dual 
resettable tripmeter; high beam, neutral, oil, low fuel (plus, 
odometer shows miles traveled on reserve), turn signal and 
engine diagnostic indicator lamps; clock 

   
Electrical   

Charging system  405W peak, 30-amp, permanent magnet, single phase
alternator with solid-state regulator 

Battery  12 volt, 12 amp-hour 
Headlight  Twin Quartz Halogen [H7] , 55-watt low beam, 55-watt high 

beam 
Taillight  LED 0.36W/3.36W 

Turn signals  10W manual canceling 
   

Colours  
   Body 

 
Wheels 

 
 

  
Thrust Blue, Barricade Orange, Midnight Black 
 
Magnesium Tone 

   Warranty
  

24 months (unlimited mileage)
 

 
* Europe only - Australian specifications to be confirmed  

Lean Angle

**Hibrex and Flexten are registered trademarks of the Goodyear Tire & Rubber Company.

 
 




